
Groovy Landing Gear

1. Pre-assemble the KNUCKLES, GUSSETS, & SPACER BAR, using 2 

TRACK NUTS, .25” WASHERS, LOCK WASHERS and .25“ BOLTS per 

gusset. The spacer bar does not have to be cut or fastened yet.

2. Use the pre-assembly to determine the exact location of the Groovy 

Landing Gear and mark the holes on the kayak, using the gussets as the 

pattern. 

3. With your holes measured and marked, use masking tape to trace the 

pattern for your UHMW (plastic) STIFFENERS. Be careful to avoid 

recesses in the molding of the hull, but fill up as much space as you can.

Trace the pattern onto the plastic material and cut with a jigsaw or 

band-saw. DO NOT COPY EXAMPLE. PATTERNS WILL VARY!

4. Use a 5” BACKING PLATE to mark the holes on the STIFFENER and 

drill with a 3/8” drill bit. 

www.boonedoxusa.com  •  services@boonedoxusa.com  •  336-475-4777

A - 2 x KNUCKLE 

B - 1 x SPACER-BAR

C - 4 x GUSSET 

D - 2 x 5” BACKING PLATE

E - 2 x UHMW STIFFENER 

F - 4 x .3125“ BOLT

G - 8 x .25” BOLT 

H - 8 x .25” TRACK NUT

I - 4 x .25“ SET SCREW

J - 12 x .25” WASHER 

K - 12 x .25” LOCK WASHER

L - 2 x TIRE  

M- 2 x LEG

N- 4 x WIRE LOCK PIN
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• Set of Standard Allen Wrenches   • Cordless Drill   • 3/8 Drill Bit

• Hacksaw for Cutting Spacer Bar   • Jigsaw for Cutting Plastic Sti�eners

• Rigging Kit (included)   • Permanent Marker   • Masking Tape

Tools Needed

Installation Instructions Parts List (Standard)



5. Check once more that the holes in the 5” BACKING PLATES, the holes in 
the STIFFENERS, holes in the knuckle assembly, and marks on the kayak line 
up. If properly aligned, drill the holes in the kayak with a 3/8” bit. 

6. Determine the method you will use to get your backing plates up to the 
holes, and refer to the appendix (pg. 4). Choose your appropriate method  to 
bolt the GUSSETS to the kayak, using the 5“ BACKING PLATES, STIFFENERS, 
LOCK WASHERS and .3125” BOLTS. With the GUSSETS installed, loosely 
attach the TRACK NUTS, WASHERS and .25“ BOLTS to each one (2 per 
gusset).

7. Install a KNUCKLE to each side by sliding the TRACK NUTS into the 
grooves of the Groovy Landing Gear Knuckle, and hand tighten. Make sure 
the holes for the spacer bar SET SCREWS are facing the rear of the kayak and 
toward the inside of the kayak.  

8. With the KNUCKLES in the final installation spot, slide the SPACER BAR 
through the inside of one and into the next. Look through the outermost set 
screw hole on one knuckle to see when the spacer-bar passes it. Once you 
see it’s passed, back it up so the SPACER BAR is about 1/2” to the outside of 
the hole, and tighten a set screw in that hole (this will mark for cutting) The 
excess SPACER BAR will be all the way through the opposite KNUCKLE. 
Tighten the outer-most SET SCREW on that KNUCKLE as well, then loosen 
the screws on both KNUCKLES. There will be a small circle from the set 
screw. Measure 1/2 inch to the outside of the end with the excess and draw a 
line to cut the SPACER BAR, and cut with a hacksaw or band-saw. 
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Parts List (Standard)



9. Sand o� any burrs, slide the SPACER BAR back through the KNUCK-
LES until the end is 1/2” past the outer-most set screw hole and tighten 
all four SET SCREWS. Recheck and tighen all fasteners. 

10. To mount the WHEELS to the LEGS, insert the inner WIRE LOCK PIN 
and close the wire. Mount the WHEEL. Insert the outer WIRE LOCK PIN 
and close. Repeat for the other leg/wheel. 

11. Insert the square tube of the Groovy Landing Gear Leg into the 
knuckle extrusion with the legs angled toward the rear of the kayak 
when in the down position. 

Usage Notes:
• Never store your kayak with the wheels down for long periods

• Always transport your kayak with the legs stowed in the vehicle or 
kayak when the option is available. 
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Special Instructions For Hobie Pro Angler:
1. If installing your Groovy Landing Gear under your H-Rail (reccomended) remove the front and rear H-Rail bolts 
and pivot out of your way before beginning the Groovy Landing Gear Installation Steps.

2. Pro Angler owners will SKIP STEPS 3 & 4 as your kit came with 9” backing plates, rather than sti�eners and 5” 
backing plates. 

3. Use the provided H-Rail Spacer to lift the rail after your Groovy Landing Gear is installed.

Special Instructions for Sloped Kayaks:
1. Before Step 2 in the installation instructions, you will need to determine the placement of your wedges. If you 
have a gap between your wedge and gusset, one solution is to move the hole location inward, unitl the gusset and 
wedge meet up flush (it is not necessary for all kayaks to have the Groovy Landing Gear mounted all the way out to 
the gunwale) 

2. Once situated, you will need to mark the wedge for holes and make sure they align with the hole marks for the 
holes in your kayak, holes for your sti�ener and 5” backing plate, before continuing with the installation. 

Instructions For Installing With Rigging Kit (Holes Already Drilled):
1. Thread each rigging stud into the backing plate and place sti�ener on top

2. Run each end of a length (about 10-12 feet) of braided line through the studs and tape the center to the backing 
plate. Tie a small loop on each end. Run a thin wire or coat hanger through each hole, and fish each braided line 
through the appropriate mounting hole. Place the assembly into the access point (will vary form kayak to kayak) and 
guide the assembly and studs through the holes, being careful not to criss-cross the lines or straddle any control 
cables. HAVE ALL GUSSETS, LOCK WASHERS, AND BOLTS WITHIN ARMS REACH BEFORE MOVING ON. 

3. Pull the studs up through the holes, remove the line, and replace each of the studs with a gusset/washer/bolt.
  

4. Repeat steps for the other side of the boat. 

Groovy Landing Gear
A P P E N D I X


